


Short Check List

The chart below will assist in covering some questions that may need to be considered.

Consideration

Temp range of Process
Pressure where installed
Liquid none coating

If liquid leaves a coating
pl consult factory
Density of product
Dielectric and
conductivity change
Accuracy required for
installation of span
Repeatability

Will vapors impact on
reading

Is Vibration present on Tank

Is there a stirrer in the vessel

Hygienic or food grade
requirement

Process Connection
4-20ma/ 24 volt DC two
wire device

Local Display standard

Is the area explosion proof
or need other government
laws be complied with

Is housing StISt as Standard
Is foam present

Active Probe Length required
Calibrated Span required

Is Vessel Plastic / Glass
Lined or other

Avre highly Skilled Technicians
required to install

Installation and commissioning
manual reviewed

Part Number

Price

Competitor 1 Tick Yes

UFI Magneto Tick Yes Notes
<100 deg c
Kpa

sg to sg
NA: does not impact
on device
<1,5mm at any point
of reading
0,8mm
No

If excessive pl consult
with factory

Please check and factory
will confirm solution

Consult factory

Yes
No : Option available

Consult factory
Yes :
Normally will
no be affect by foam
(m or other)
If required on site UFI
modem & software required

Consult factory

No Some countries have laws governing
who may install a device on the process.
Safety requirements and permission to
install varies from plant to plant - check
with client prior to installation

Advisable prior to purchase











