GPS-16-HVS GPS Recelver

Whatever your OEM application, the GARMIN GPS 16 will deliver the accuracy
you need for precise position reporting. This GPS sensor has an integrated an-
tenna housed in a rugged, waterproof design.

The 12-channel receiver allows for continuous tracking of all visible satellites.
And it's WAAS capable , which means it can provide position accuracy of less
than 3 meters. This incredible accuracy is possible without the use of an exter-
nal DGPS beacon receiver. The GPS 16 also offers excellent EMI/RFI perform-
ance for easy integration into systems that will be operated near mobile comput-
ing devices and wireless communications equipment.
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300/600/1200/2400/4800/9600/19200

! 1 Hz pulse, programmable width, 1 microsecond accuracy
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USA / Canada Office

Tel +1-866-849-3441

Fax +1-866-628-8055
info@omniinstruments.net

PO Box 84

Arroyo Grande California, 93420

UK / Europe / Office

Tel: +44 (0)845 9000 601

Fax: +44 (0)845 9000 602
info@omniinstruments.co.uk

East Kingsway Business Centre,

Mid Craigie RD, Dundee, Scotland UK.

www.omniinstruments.co.uk
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Australia / Asia Pacific Office
Tel +61 (0)282 442 363

Fax +61 (0)294 751 278
info@omniinstruments.com.au
18 Welcome Street

Parkes NSW 2870



