EGW1 -M B EGW1-MB is a device used to connect a

MODBUS TCP to MODBUS serial communication industrial equip

ASCII / RTU Converter EthWtwork.
with Digital 1 / O’s ' r

Devices approved by:

Registered Mark

EGW1-MB is a protocol converter designed for industrial applications
where all equipment involved uses Modbus TCP, Modbus ASCII or Modbus
RTU communications.

EGW1-MB can connect PLC’s, drives, temperature controllers,

bar-code readers, vision systems, and any other type of serial
communication industrial equipment.

FEATURES

* DIN Rail mounting, temperature-resistant Industrial Case.

* Modbus TCP, ASCII, RTU Protocols.

Digital |/0/S ! Serial Ports

* Modbus Master or Slave.
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| * Baud rate: up to 115 Kbps.

Controller « Digital I/0’s controlled by Modbus.

* RS232/RS485/RS422 selection via software.

» Easy to install and set up via serial, Telnet or a Web Browser.

» Wide range power supply (9 to 26 Volts AC / 9 to 30Volts DC).

Beacon

* Modbus TCP Multimaster.

..—. exem ys - Device search utility.



APPLICATIONS

: : — SPECIFICATIONS
1. Direct connection of devices using the

l;ﬂctxlgxs ASCII/ RTUprotocols to Modbus TCP * Network Protocols: TCP/IP, UDP, TELNET, HTTP, DHCP, ICMP, ARP, MODBUS TCP.
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Any RS232/485/422 Serial Port device using Modbus Protocols
Requiring Ethernet access.

e Inputs/Outputs: Inputs:  NPN Sinking, 3.5 to 28 Volts DC, 1 to 11mA max.
Outputs: NPN Sourcing, high drive, open collector,
3 to 45 Volts DC, 130 mA max. per channel.
Industrial plugabble terminal blocks.
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ETHERNET

Modbus RTU / ASCII

HTTP Server, password protected.
TELNET Console, password protected.
Serial RS232 Console.

4.49 x 3.94 x 0.89 in. (HXWHxL).
(114 x 100 x 22.5 mm).
0.31 Lbs (0.140 Kg).
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Must be from a Class 2 or LPS source.

9 to 26 Volts AC.

9 t0 30 Volts DC.

200 mA max.

Operating temperature: 23 to 149 °F (-5 to 65 °C).
Storage temperature: -40 to 167 °F (-40 to 75 °C).

ETHERNET

Temperature Controller

3. Master-Slave Connection

Modbus RTU / ASCII

RS232/485/422

Master PLC

ORDERING INFORMATION
11 4

EGW1-1C4C-IA-MB 10 BaseT
EGW1-1044-|A-MB 10 BaseT
EGW1-2044-1A-MB 10 BaseT
VRN O EGW1-114C-IA-MB 10 BaseT

Eowimp [ ModPusRTU/ASCH EGW1-224C-IA-MB 10 BaseT

| o 8 RS232/485/422
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(*) Only one configurable serial port

UK / Europe Office

Tel: +44 (0)845 9000 601
Fax: +44 (0)845 9000 602
info@omniinstruments.co.uk
www.omniinstruments.co.uk
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Australia / Asia Pacific Office
Tel +61 (0)282 442 363

Fax +61 (0)294 751 278
info@omniinstruments.com.au

www.omniinstruments.com.au

USA / Canada Office
Tel +1-866-849-3441
Fax +1-866-628-8055
info@omniinstruments.net
www.omniinstruments.net
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